
Sheet C7, Proposed Bank and Boat Ramp Restoration Plan. Eliminate 8 I.f. of articulated concrete mat 
(ArmorFlex Mat). The concrete poured at the bottom of the ramp to correct the approach angle necessitates 
the elimination of the mat section. The additional lineal footage added to the ramp creates a high spot at the 
top of ramp when tying into the existing grade. 
Reference attached drawing. 
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A. INSTALL BOAT RAMP ARTICULATED CONCRETE BLOCKS AS PER MANUFACTURER'S 
SPECIFICATIONS. 

B. EXISTING CONCRETE RAMP SHALL NOT BE DISTURBED. ANY DAMAGE TO THE 
EXISTING CONCRETE RAMP SHALL BE RESTORED TO THE EXISTING CONDITIONS 
AT NO EXPENSE TO THE GOVERNMENT. 

C. APPROXIMATE DIMENSION OF THE BOAT RAMP AREA TO- BE IMPROVED WITH 
ARTICULATED CONCRETE BLOCKS IS 60 FT LONG BY 20 FT WIDE NOT INCLUDING 
ANCHORS. 

D. THE EAST BANK OF THE BOAT RAMP SHALL BE PROTECTED WITH PLANTED 
RIPRAP. THE RIPRAP SHALL BE PLACED AROUND THE MATURE SAPLING COTTONWOOD 
TREES SUCH THAT MINIMAL DAMAGE TO THE TREE OCCURS. 

E. THE WEST BANK SHALL BE BACKFAJ_ED AND COMPACTED WITH COMMON FILL 
OVERLAID WITH 6 INCHES OF TOPSOIL BEFORE REVEGETATING. AN EROSION 
CONTROL BLANKET SHALL BE INSTALLED ON THE TOE OF THE BANK AS PER 
MANUFACTURERS SPECIFICATIONS. 

F. REINFORCING STEEL SHALL BE NEW BILLET STEEL CONFORMING TO ASTM 
SPECIFICATION A615, GRADE 60. FIELD BEND BARS AS NEEDED AROUND ACI & 
CRSI APPROVED DEVICES. 
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